Godox [& 141}t #H

V86011C &4t HH

= TR AR R GL AT Z A AT T . GL AT AEE W B R .

T RASEETNE: THURTEAE

“7m/C.Fn” ¥4 2 b, #EN C.Fn g8, A LA SR Ver

X. X NRAS .
=\ RV
hiR A HHANE HEA
V1.8 1. fiftk 5 AL EOS R, 1500D. 3000D 1325 a5 , 2019-04-26
V1.7 1. FEMF LS (PENTAX) X R4S 2018-10-23
V1.6 1. L HE 7 ID % (C.Fn-ID); 2017-12-01
2. Hrf SLAVE #ix45 /R JFIIE T (C.Fn-Sv LED);
3. 155 5 AHH1 800D, 77D 1E Gr BT R i3 2% v B .
V1.5 1. REMETLLEMRELS (MF) X 2%, B X &5, 2017-06-24
V1.4 1. % X1T-N (Nikon hiz) F1 X1T-S (SONY b)) K5 #%. 2016-12-8
2. BEAETL A SLAVE #T B3 ThiEE .
V1.3 1. 800 Gr Theg. Gr IREIEEE BT, W HA{EE /7 | 2016-5-18
(A
B FEYPIEEEM (www.godox.com) TEEFT L.
V860IIC Firmware Instructions
1. Please update the firmware with Godox firmware update software G1. Gl can be

downloaded on the official website.

2. Firmware Version Checking: Switch the flash on, then press the “Zm/C.Fn” button for 2

seconds and enter C.Fn custom functions. The firmware update version (e.g. Ver X.X) will be

displayed on the LCD panel.

3. Version Instructions:

Version Updated Contents Date
V1.8 1. To solve the compatible problem of new camera models e.g. | 2018-04-26
EOSR, 1500D, 3000D, etc.
V1.7 1.Compatible with Godox wireless PENTAX X system. 2018-10-23
V1.6 1. To add the option of wireless ID (C.Fn-ID); 2017-12-01
2. To add the ON/OFF option of SLAVE mode indicator (C.Fn-Sv
LED);
3. To solve the compatible problem with the new cameras e.g.
800D and 77D in Gr wireless mode.
V1.5 1. Compatible with Godox Olympus/Panasonic X system and Fuji X | 2017-06-24

system
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V14 1.Compatible with X1T-N (for Nikon) and X1T-S (for Sony) flash | 2016-12-8
trigger.
2.To repair the Auto-off function in the wireless SLAVE mode.

V1.3 1. To add Gr function. For more details, please refer to the | 2016-05-18

newest instruction manual which can be downloaded on
official website.

Note: For more details, please download the newest instruction manual on the official website

www.godox.com.
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